Alt work within pay limits.

Pay ltem Includes transitional c.c.c &g., Inlet and frame and grate.

The designer should Include pavement removal quantitles when the apron requires pavement removal.

inciude State Standard 606001 for combingtion concrete curb and gutter detalls.
Include District CADD Standard for frome and grates and specify grate type In plans.

Include State Standard 420001 for pavement Joints.

Inlcude District Speclal Provision.

2.
3.
4.
5.

UESIGNER NOiES: 1.

$$DATESS

Pay fimits of INLETS, TYPE G-1 DOUBLE

&P section COUNTY | JOTAL

SHEET

SHEETS! NO.

399 | 36R-1, (3TR~2) | TAZEWELL 448

265

STA. TO STA.

FED, ROAD DIST. M0, 4 [ILLINOIS | FED. AID PROJECT

| L=6.12m (20°-1"") | )
;7350% { rConQreTe apron &2 ~ #15 (¥4) bars - 5.8T (19) long ;7353))
|
ol N Back of curb
e — Q= [ —— R
= e N A
25 R — N R E S /45,
= ! ~ 530
=0~ l Grate type- :F:“_:::::::it = Grate type- t ko B % gj’:
see plans Storm sewer see plans %’5 g,
| [ [ 300 (12) __L [ | ELo
| e ——————— i 8 5 &
z:}\l [ ' l l I e~ =] Q
= Salyy { = + ' t—— =
TS o S A e o 8 = = ‘\_
| l o= | — J R 1 | Expansion Joint (STD* 60600D
]

Expansion Joint (STD* 606001

Control point for
Inlet Elevation

L L Edge of pavement

2 - *15 (*4) bars - 5.8m (19 long)

Longitudinal joint
tie bars (STD* 606001

Control point for
.Inlet elevation

Grate type - Set frame level and at
See plans elevation of edge of pavement
/'cf the intersection of ¢ of

(See Generdal Notes)

l Frame and grate

PLAN inlet frame.
300_(12) 300
I . . . *mm. 12) Eq . .
. 356 (14) min. for 15 (=4) ge of pavemen
178 (7) opening Pavement
thickness
20 ¥y MoH*c:n‘x *15 (*4) bars
0
% 750 (30) 150 (8)
U ——
=
g2
1.52m (5 | 927 (36Y5) | 1.22m (49 927 (36Y/2) 1.52m (5%) . W
Top of curb l [RERE)
sand cushion
Edge of pavement ___Frame and grate
—Gutter flag| (See General Notes) ELEVATION
~Gutter flowline (SIDE)
See plans

Ffor elevations

N

; \ Grate type-

- 915 (36)

see plans

LGrcﬁ-e type-
see plans
915 (36)

GENERAL NOTES

FRONT_ELEVATION

1. Inlet construction shall be in accordance with Section 602

of the Standard Specifications.
2. Combination Concrete Curb & Gutter shall be constructed

in accordance with Section 606 of the Standard Specifications.
3. See District CADD Standard 604001-D4 for frame and grates.

All dimenslons are In miiimeters
{inches) unless otherwlse noted.
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